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Approved By:

LTL NUMBER: 14178 DATE: 10-22-2008

PREPARED FOR: PRIMELITE MANUFACTURING CORP.

CATALOG NUMBER: 1225/DSS

LUMINAIRE: CAST ALUMINUM HOUSING, SPUN SILVER ENAMEL UPPER REFLECTOR,

CLEAR PATTERNED PLASTIC ENCLOSURE.

LAMP: ONE CLEAR VBD M57 175 WATT ED28 METAL HALIDE LAMP RATED AT

14,000 LUMENS.

LAMP CATALOG NUMBER: PHILIPS MH175/U

STREET SIDE

IES CLASSIFICATION: AREA LIGHT

CUTOFF CLASSIFICATION: NON-CUTOFF

LUMENS DOWNWARD UPWARD TOTALS

HOUSE

SIDE

2549.91

(18.2%)

477.51

( 3.4%)

3027.42

(21.6%)

STREET

SIDE

2549.91

(18.2%)

477.51

( 3.4%)

3027.42

(21.6%)

TOTALS
5099.82

(36.4%)

955.03

( 6.8%)

6054.84

(43.2%)
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VALUES BASED ON 15.00 FOOT MOUNTING HEIGHT
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CANDELA DISTRIBUTION
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0 5 15 25 35 45 55 65 75 85 90

180 21 21 21 21 21 21 21 21 21 21 21

175 22 22 22 21 21 21 21 21 21 21 21

165 25 25 25 24 24 24 23 23 23 22 22

155 26 26 26 25 25 25 25 24 24 23 23

145 36 36 35 34 33 33 33 32 32 31 31

135 51 51 50 48 47 46 45 44 43 42 42

125 75 74 73 70 68 65 63 62 60 59 58

115 123 122 118 114 110 105 101 94 84 77 76

105 169 168 168 163 157 145 135 123 108 97 94

95 566 543 561 555 548 532 519 504 403 274 197

90 898 870 907 894 900 864 851 821 647 414 278

87.5 1096 1032 1086 1079 1061 1018 1030 997 749 478 324

85 1239 1182 1231 1217 1182 1116 1151 1106 822 532 366

82.5 1291 1262 1304 1283 1253 1172 1205 1161 861 566 393

80 1321 1314 1323 1301 1293 1207 1225 1173 876 586 404

77.5 1359 1341 1318 1297 1295 1232 1236 1158 888 589 412

76.5 1365 1341 1314 1294 1291 1239 1228 1149 890 587 414

75 1356 1341 1309 1292 1285 1237 1210 1142 890 586 412

72.5 1334 1330 1298 1292 1252 1232 1181 1128 880 572 409

70 1275 1289 1287 1273 1217 1220 1149 1117 850 565 406

67.5 1262 1259 1269 1262 1208 1189 1150 1093 834 557 400

65 1253 1234 1264 1247 1213 1160 1136 1074 828 554 397

62.5 1236 1220 1250 1231 1182 1121 1118 1052 794 533 402

60 1199 1211 1244 1202 1152 1096 1088 1021 756 503 398

57.5 1173 1196 1213 1170 1148 1079 1043 989 723 474 397

55 1142 1146 1169 1128 1120 1041 998 936 696 460 391

52.5 1090 1103 1127 1108 1070 987 956 898 673 453 372

50 1019 1059 1098 1071 1021 931 919 861 646 443 355

47.5 976 1018 1031 1010 961 875 864 804 607 424 347

45 907 944 924 942 887 813 793 742 556 406 329

40 753 753 724 698 692 655 641 622 444 327 271

35 353 350 331 323 314 297 322 311 254 190 165

30 115 99 95 99 100 96 82 78 77 74 74

25 63 59 54 53 52 50 48 46 45 45 45

20 34 34 33 32 31 30 29 28 27 27 27

15 17 17 17 17 16 16 15 15 14 14 14

10 8 7 7 7 7 7 7 7 7 7 7

5 5 5 5 5 5 5 5 5 5 5 5

0 4 4 4 4 4 4 4 4 4 4 4
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FLUX DISTRIBUTION TABLE BASED ON THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

FL

FM

BL

BM 6060

3030

BACK LIGHT FORWARD LIGHT

BVH

UL

BH

UH UH

FVH

FH

UL

8080

100100

180

9090

FRONTBACK
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ZONE

LUMINAIRE
LUMENS

% OF LAMP
LUMENS

FORWARD LIGHT 2550 18.2

FL ( 0°-30°) 15 0.1

FM (30°-60°) 839 6

FH (60°-80°) 1135 8.1

FVH (80°-90°) 560 4

BACK LIGHT 2550 18.2

BL ( 0°-30°) 15 0.1

BM (30°-60°) 839 6

BH (60°-80°) 1135 8.1

BVH (80°-90°) 560 4

UPLIGHT 955 6.8

UL (90°-100°) 549 3.9

UH (100°-180°) 406 2.9

TRAPPED LIGHT 7945 56.8

FLUX

TRAPPED LIGHT

UL (90°-100°)

FM (30°-60°)
FH (60°-80°)

FVH (80°-90°)

BM (30°-60°)

BH (60°-80°)

BVH (80°-90°)

FL ( 0°-30°)

UH (100°-180°)

BL ( 0°-30°)


