COEFFICIENTS OF UTILIZATION

LTD LUMINAIRE TESTING LABORATORY, INC.

SUSTAINING
MEMBER
of the

IESNA

905 Harrison Street - Allentown, PA 18103 - 610-770-1044 - Fax 610-770-8912 - www.LuminaireTesting.com

12-03-2008

LTL NUMBER: 14176

PREPARED FOR: PRIMELITE MANUFACTURING CORP.

CATALOG NUMBER: 1373/10

DATE:

LUMINAIRE: CAST ALUMINUM HOUSING, SPUN WHITE ENAMEL ALUMINUM REFLECTOR,
TRANSLUCENT WHITE PLASTIC ENCLOSURE.
LAMP: ONE FROSTED VBU 150 WATT A21 INCANDESCENT LAMP RATED AT

2850 LUMENS.
LAMP CATALOG NUMBER: GE 150A-STANDARD-A21
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IES CLASSIFICATION: TYPE V
CUTOFF CLASSIFICATION: SEMI-CUTOFF
0.2
FLUX DISTRIBUTION
— LUMENS | DOWNWARD | UPWARD | TOTALS
-
0.1 - HOUSE 521.90 79.96 601.86
v, SIDE (18.3%) (28%) | (21.1%)
’ STREET 521.90 79.96 601.86
/ SIDE (18.3%) (28%) | (21.1%)
0.0 I/ 1043.80 159.92 1203.72
STREET SIDE || TOTALS (36.6%) (5.6%) | (42.2%)
0
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STREET WIDTH / MOUNTING HEIGHT

Approved By:
THIS REPORT BASED ON LM-31 AND OTHER PERTINENT IESNA PROCEDURES.




Transverse Distance in Units of Mounting Heights
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ISOFOOTCANDLE LINES OF HORIZONTAL ILLUMINATION
VALUES BASED ON 15.00 FOOT MOUNTING HEIGHT
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Longitudinal Distance in Units of Mounting Heights
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CANDELA DISTRIBUTION

0 5 15 25 35 45 55 65 75 85 90

180 0 0 0 0 0 0 0 0 0 0 0
175 0 0 0 0 0 0 0 0 0 0 0
165 0 0 0 0 0 0 0 0 0 0 0
155 0 0 0 0 0 0 0 0 0 0 0
145 0 0 0 0 0 0 0 0 0 0 0
135 3 3 3 3 3 3 3 3 3 3 3
125 13 13 13 13 13 13 13 13 13 13 13
115| 26 26 26 26 26 26 26 26 26 26 26
105 44 44 44 44 44 44 44 44 44 44 44
95| 66 66 66 66 66 66 66 66 66 66 66
90 78 78 78 78 78 78 78 78 78 78 78
87.5| 84 84 84 84 84 84 84 84 84 84 84
85| 91 91 91 91 91 91 91 91 91 91 91
82.5| 97 97 97 97 97 97 97 97 97 97 97

80| 104 104 104 104 104 104 104 104 104 104 104

77.5] 111 111 111 111 111 111 111 111 111 111 111

75| 118 118 118 118 118 118 118 118 118 118 118

72.5] 125 125 125 125 125 125 125 125 125 125 125

70] 132 132 132 132 132 132 132 132 132 132 132

67.5] 139 139 139 139 139 139 139 139 139 139 139

65| 146 146 146 146 146 146 146 146 146 146 146

62.5| 154 154 154 154 154 154 154 154 154 154 154

60| 161 161 161 161 161 161 161 161 161 161 161

57.5] 168 168 168 168 168 168 168 168 168 168 168

55| 175 175 175 175 175 175 175 175 175 175 175

52.5| 182 182 182 182 182 182 182 182 182 182 182

501 189 189 189 189 189 189 189 189 189 189 189

47.5] 195 195 195 195 195 195 195 195 195 195 195

45 202 202 202 202 202 202 202 202 202 202 202

40| 215 215 215 215 215 215 215 215 215 215 215

35| 228 228 228 228 228 228 228 228 228 228 228

30| 240 240 240 240 240 240 240 240 240 240 240

25| 252 252 252 252 252 252 252 252 252 252 252

20] 262 262 262 262 262 262 262 262 262 262 262

15| 271 271 271 271 271 271 271 271 271 271 271

10| 277 277 277 277 277 277 277 277 277 277 277

5] 281 281 281 281 281 281 281 281 281 281 281

0| 282 282 282 282 282 282 282 282 282 282 282
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MAXIMUM PLANE AND CONE PLOTS OF CANDELA

150 _ 180 150
120
|
D
90| -
R
60
30 _ 0 30
- — - = VERTICAL PLANE THROUGH 0.0 DEGREES LATERAL —— LATERAL CONE THROUGH 0.0 DEGREES VERTICAL

PAGE 4-LTL NUMBER 14176

120

90

60



SUSTAINING

LTD LUMINAIRE TESTING LABORATORY, INC. s

IESNA

905 Harrison Street - Allentown, PA 18103 - 610-770-1044 - Fax 610-770-8912 - www.LuminaireTesting.com

FLUX DISTRIBUTION TABLE BASED ON THE IESNA LUMINAIRE CLASSIFICATION SYSTEM

FLUX
LUMINAIRE % OF LAMP
ZONE LUMENS LUMENS
e FORWARD LIGHT 522 18.3
FL ( 0°-30°) 110 3.8
UH M (30°-60°) 228 8
100«

L T FH  (60°-80°) 135 4.7
" BVH FVH (80°-90°) 50 1.7
80

BH
BACK LIGHT 522 18.3
BL ( 0°-30° 110 3.8
60 BM 60 ( )
BM (30°-60°) 228 8
BL FL
BH (60°-80°) 135 4.7
BACK LIGHT FORWARD LIGHT
BVH (80°-90°) 50 1.7
30 0
UPLIGHT 160 5.6
Il UL (90°-100°) 72 2.5
— H (100°-180° 1
BACK 3 FRONT UH (100°-180°) 88 3
TRAPPED LIGHT 1646 57.8 .

TRAPPED LIGHT

UH (100°-180°)

UL (90°-100°)

BVH (80°-90°)

BH (60°-80°)

BM (30°-60°)

BL (0°-30°)
FVH (80°-90°)

FH (60°-80°) FL (0°-30°)

FM (30°-60°)
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